


























































































































































ii) 

the Director (Technical) will be convenor, to resolve the dispute. The 
Committee shall afford an opportunity to the Contractor to be heard 
and to offer evidence in support of his appeal within forty five days of 
the receipt of the appeal by the Director (Technical). The Director 
(Technical) shall give a decision on behalf of the Committee within a 
period of thirty days after the Contractor has been heard and the 
Contractor has given evidence in support of his appeal. If the 
Director (Technical) does not give a decision within thirty days, the 
Contractor will have the right to refer the dispute to arbitration. 

If the Contractor is dis-satisfied with the decision of the Director 
(Technical), the Contractor, within a period of thirty days from receipt 
of the decision, shall indicate his intention to refer the dispute to 
arbitration failing which the said decision shall be final and 
conclusive. 

Except where the decision has become final, binding and conclusive 
in terms of Sub Para (i) above, disputes o r d ifference shall be referred 
for adjudication in accordance with the provision specified in the 
sec. 

NOTICES 

Clause- 68 Notices 

68. 1 Service of Notices on Contractor 

All certificates, notices or written orders to be given by the 
Engineer-in-Charge to the Contractor under the terms of the 
Contract sha ll be served either by sending by post or delivering 
the same to the Contractor's office on Site or his p rincipal 
place of business, or such other address as the Contractor shall 
nominate for this purpose. 

68.2 Service of Notices on PHPA-11 or Engineer-in-Charge 

All notices to be given to the PHPA-11 or to the Engineer-in­
Charge under the terms of the Contract shall be served by 
sending by post or delivering the same to the respective 
address given in the sec. 

68.3 Change of Address 

Either party may change a nominated address to another 
address by prior written notice to the other party. 
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DEFAULT OF PHPA-11 

Clause- 69 Default of PHPA-11 

69.1 In the event of the PHPA-11 failing to pay to the Contractor the 
amount due under any certificate of the Engineer-in-Charge 
within ninety days after the same shall have become due 
under the terms of the Contract, subject to any deduction that 
the PHPA-11 is entitled to make under the Contract, the 
Contractor shall be entitled to issue a notice to the Engineer-in­
Charge stating that he shall be terminating his Works after thirty 
days from the issue of such notice, for the reasons stated 
therein. However, if within the said period of thirty days, the 
Engineer-in-Charge notifies the Contractor that the reasons 
stated in the notice of the Contractor are not valid or that the 

( alleged event of default of the PHP A-ll has been remedied or 
no longer exists, then the Contractor shall not entitled to 
terminate the Contract. 

69.2 If the Contractor becomes entitled to terminate the Contract 
in terms of sub clause 69.1 of this Clause, after expiry of the 
notice of thirty days, he may, notwithstanding the provisions of 
Clause- 53.2 hereof, remove from the Site all Constructional 
Plant brought by him. 

69.3 In the event of such termination, the PHPA-11 shall be under the 
same obligations to the Contractor in regard to payment as if 
the Contract had been terminated under the provisions in 
Clause- 65 hereof, but in addition to the payments specified in 
Clause- 65.4 hereof, the PHPA-11 shall pay to the Contractor 
the amount of any loss or damage to Contractor arising out of 
or in connection with or by consequence of such termination. 

CHANGES IN COSTS AND LEGISLATION 

Clause - 70 Increase or Decrease of Costs 

70.1 Contract Price Adjustment 

a) The regulation and payment of Contract Price Adjustment 
under the Contract shall be governed by the provisions herein 
under if the prices are permitted to be quoted with price 
adjustment formula. 

b) The Contract Price as awarded shall be the base Contract 
Price.' 
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c) A certain fixed percentage of the base Contract Price shall not 
be subject to any Contract Price Adjustment. The balance 
percentage to be specified shall be of identified components 
towards labour, material(s) and H.S. diesel oil, hereinafter 
called the variable component, shall be subject to Contract 
Price Adjustment. 

d) The fixed component and the variable components shall be 
specified in sec. 

e) The amount of Contract Price Adjustment payable/ 
recoverable for the work done during the relevant period shall 
be calculated as under: 

CPA= APC- BCP 

Where, 

CPA = Control Price Agreement 
BCP =Base Contract Price 
ACP = Adjusted Contract Price 

ACP shall be computed as under: 

ACP = BCP * D....hl 
Lo 

m*Ml 
+ 

Mo 

F + l+m=l 

+ m * M2] 
Mo 

F = Fixed component expressed in percentage of the Base 
Contract Price which shall not be subject to any adjustment as 
quantified and stipulated in the sec generally 20% 

L = Labour component expressed in percentage of Base Contract 
Price which shall be subject to Price Adjustment as quantified 
and stipulated in the sec generally upto 15% to 30% 

M= Material component expressed in percentage (excluding 
material issued by Employer) of the Base Contract Price which 
shall be subject to Price Adjustment as quantified and 
stipulated in the sec generally 30% to 60% 

L = Labour Index as stipulated in SCC 

M = Materia/Index as stipulated in SCC 

SUBSCRIPT 

'o'= refers to the value of the above-mentioned labour/material 
indices as on thirty (30) days prior to the Bid opening date. 
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'I'= refers to the value of the corresponding labour/material 
indices as applicable for the preceding month in which the work is 
executed for which the adjustment is applicable, respectively. 

f) The total amount payable on the Base Contract Price on 
account of the Contract Price Adjustment as indicated in 
above shall not exceed the maximum of twenty percent (20%) 
of the Contract Price as awarded. 

g) 

h) 

Contract Price Adjustment(s) shall be calculated for the value 
of Works executed for the billing month as per agreed work 
schedule. For the purpose of payment/recovery of price 
Adjustments, such payment/refund shall be operative and 
payable in accordance with the schedule completion 
period(including authorized extensions, if any) or actual 
completion period, whichever is earlier Provided further that 
the Contractor would be eligible for such price adjustment 
claims or shall be liable for refund on the quantum of Works 
scheduled or the actual quantum of works done provided 
always that the work done is more than or equal to the 
scheduled of works as per agreed work schedule. 

The Contractor shall not be eligible for the payment of the 
price adjustment claims or liable for refund of Contract Price 
adjustment for the period beyond the schedule date of 
execution of works if the works has been delayed beyond the 
scheduled date(s) for reasons attributable to the Contractor. 
However, for quantities of works executed beyond the 
scheduled dates of execution, the contractor would be liable 
for the refund of Contract Price Adjustment(s) for such delayed 
work based on the va lue of the indices as applicable to the 
scheduled dates of execution, provide that if the indices of the 
actual dates of execution are lower than the indices as on 
scheduled dates of execution, then lower indices shall be 
applicable. In cases where the execution of works is delayed 
for reasons attributable to Employer, the Contractor shall be 
eligible for payment or refund of price adjustment on such 
delayed execution of Works based on the indices prevailing as 
on the date of execution of such works. 

i) Rates of items included in the Bill of Quantities, whose 
quantities have varied beyond the permissible deviation limits 
and rates of extra items derived and agreed from the items 
included in the Bills of Quantities shall also be subject to price 
adjustment as per this clause. 
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j) The Contractor shall, every month after commencement of the 
Works, submit to the EIC a written notice of the changes, if any, 
that have occurred in the specified indices of materials, and 
Labour or that of Diesel price etc. during the previous reporting 
period containing the effective date of such change, with 
authenticated documentary evidence of the relevant 
applicable published indices/diesel price, etc. 

k) Monthly bills for Contract Price Adjustment shall be made by 
the Contractor commencing first, from the month when all the 
relevant/applicable indices/diesel price are available and not 
later than fifteen (15th) day of every month thereafter. The 
period for processing and making payment for these bills shall 
also be governed by the provisions as applicable on-account 
progressive interim payments. 

70.2 Subsequent Legislation 

If, after the date thirty days prior to the latest date of submission of 
bids for the Works there occur changes to any Statute, Ordinance, 
Decree or other Law or any regulation or by-law of any local or other 
duly constituted authority, or the introduction of any such Statute, 
Ordinance, Decree, Law, Regulation or bye-law which causes 
additional or reduced amount to the Contractor, other than under 
Clause 70.1 , in the execution of the Works, such additional or 
reduced amount shall be certified by the Engineer-in-Charge after 
examining the record provided by the Contractor and shall be paid 
by or credited to the Employer. Notwithstanding the foregoing, such 
additional or reduced amount shall not be separately paid or 
credited if the same shall already have been taken into account in 
the indexing of any input to the price adjustment formulae . 

70.3 Compliance with Statutes, Regulations, Acts, Laws etc. 

The Contractor shall conform in all respects, with the provisions of all 
Acts, Laws, Statutes, Regulations, Ordinance etc. of the RGoB which 
may be applicable to the Works and with such rules and regulations 
of Public bodies or other duly constituted authority and shall keep the 
Employer indemnified against all penalties and liability of every kind 
for breach of any such Act, Law, Statute, Regulation or bye-law etc . 
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SPECIAL CONDITIONS OF CONTRACT 

The following Special Conditions of Contract (SCC) shall supplement and/or 
amend the General Conditions of Contract (GCC) . Whenever there is a 
conflict, the provisions herein shall prevail. 

GCC Ref., 
Particulars 

if any 

1 (vi) The Engineer In-charge shall be: To be Intimated at the time 
of Award 

1 (xiii) The site is located at: Dogarthang, Wangdue, Bhutan 

4 Sub-letting: not allowed. 

5.1 The language shall be: English. 

5.2 The law that applies to the Contract is: The laws of the 
Kingdom of Bhutan 

The amount of the Performance Security shall be: 10% of the 

10.1 
Contract Price. 

The types of acceptable Performance Securities are: 

(i) Unconditional bank guarantee issued by a financial 
institute of Bhutan or any foreign bank acceptable and 
enforceable in any financial institution of Bhutan. 

(ii) Cash warrant, or 

(iii) Demand Draft, or Banker's Cheque. 

The Performance Security shall be issued by any financial 
institute of Bhutan or any foreign bank acceptable and 
enforceable in any financial institution of Bhutan. 

41 Commencement Date: The Works shalf commence on the 
15th day from the date of issue of the LoA from the date of 
Signing of Contract Agreement whichever is earlier. 

43 The Completion Date for the whole of the Works shall be: 8 
months from the date of commencement. 

49.1 The maintenance period shall be: 12 months from the date 
of issue of completion certificate. 

~,~~47.1 The applicable rate for liquidated damages (LD) for delay 

~ 'Ka>o shall be: 0. 1% per day of the Contract Price. 

~I :-... 
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60.1.1 

(~_. 

60.2.2 

( 
60.2.2 

60.2.3 

60.2.4 (a) 

60.2.4 (b) 

The maximum amount of LD shall be: JO% of the Contract 
Price 

Payments Terms: 

1 . The Contractor shall prepare and submit monthly 
running bills for the works executed during the 
preceding month to the Engineer-in-Charge. 

2. The certified amount of the running bills shall be 
released as progressive payment after completion of 
the relevant portion of the work, after adjusting any 
advance payments. 

3. The final payment shall be released within sixty (60) days 
on receipt of the final bill, after successful completion 
of the work. 

The mobilization advance: JO% (ten percent) of the Contract 
Price shall be paid as mobilization advance on production of 
the irrevocable Bank Guarantee as per the Proforma at form 
no.4, issued by any financial institute of Bhutan or any foreign 
bank acceptable and enforceable in any financial institution 
of Bhutan. 

The Advance is recoverable and the deduction of the 
advance shall be made on pro-rata percentage basis from 
the interim payments certified by the Engineer-in-charge with 
full recovery completed by the time 80% of the contract work 
has been completed. 

The secured advance: Not applicable (NA) 

The proportion of payments retained is: From every bill, 10% 
(ten percent) shall be deducted as retention money. 

All the Taxes shall apply in compliance with the relevant tax 
laws of the kingdom of Bhutan 

The present rate of tax deducted at source (TDS) is: 2% for 
Bhutanese Contractors 

The rules of procedure for dispute resolution : 

Except where the decision has become final, binding and 
conclusive in terms of Sub Para 67 (i), disputes or difference 
shall be referred for adjudication or arbitration in accordance 
with the Alternative Dispute Resolution Act of Bhutan. 
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The place of arbitration shall be: Thimphu, Bhutan 

For notices, the addresses shall be: 

68.2 Attention: To be intimated at the time of Award 

Address: 

70 (A) Contract Price adjustment: The Contract price is not 
subjected to price adjustment. 
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TECHNICAL SPECIFICATIONS 

SCOPE OF WORK 

The scope of work includes the demolishing and dismantling of existing concrete 

structures, along with the provision and installation of brickwork, flooring, 

plumbing, and electrical works for the repair/Modification of the Lineman Quarter 

at Dogarthang as specified in Price schedule in Section VII. 

1. DISMANTLING & DEMOLITION WORK 

1.1 General 

Dismantling implies careful removal of materials from a structure or a part of it 

without 

damage. Demolition implies breaking up whole or part of work, structure etc. 

The work consists of removing any structure(s) which are in p lace but interfere 

with the new construction or are not suitable to be in place, and of salvaging 

and disposing of the resulting materials and back filling the resulting trenches 

and pits. 

The scheme for dismantling (generally in the reverse order of the one in which 

the structure was constructed) shall be approved by the Engineer before 

starting the work. Necessary propping, shoring, underpinning, shielding and 

fencing of areas shall be carried out so that no damage is caused to adjoining 

work, people or property, in any manner. Temporary enclosures, partitions etc 

shall be provided as required. Nuisance of dust shall be kept down to the 

minimum. Personal Protective Equipment such as helmets, goggles, safety 

belts etc. shall be used wherever required as per the directives of the 

Engineer. First aid equipment shall be made available at all demolition works 

of any magnitude. OHS guidelines must be followed and practiced to prevent 

any workplace hazard or accident. 

Dismantling shall be done in a systematic manner. Materials likely to be 

damaged by dropping shall be carefu lly removed and lowered (not thrown) 

and properly stacked. Nails, screws and bolts, shall wherever required, be 
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removed by use of proper tools in order to remove items fixed with them. The 

latter should not be removed by tearing or ripping off. All operations 

necessary for the removal of any existing structure that might endanger new 

construction shall be removed completely prior to the start of the work. 

All materials obtained from dismantling or demolition shall be the property of 

the 

Government unless otherwise specified and such materials shall be kept in 

safe custody until they are handed over to the Engineer. All serviceable 

materials shall be stacked properly. Unserviceable materials shall be disposed 

off as directed by the Engineer. The distinction between the serviceable and 

unserviceable materials shall be as per the direction of the Engineer. 

2. BRICK WORKS 

2.1 General 

Bricks required for brick work in cement mortar shall be adequately soaked in 

stacks, before use, by profusely spraying with clean water at regular intervals 

for a period of not less than six hours so as to keep them wet to the satisfaction 

of the Engineer. Bricks required for masonry with mud mortar need not be 

soaked. 

Brickwork shall be laid in English bond unless otherwise specified. For brick work 

in half brick wall, bricks shall be laid in stretcher bond. Half or cut bricks shall 

not be used; except where necessary to complete the bond. Closures, in such 

cases, shall be cut to the required size and used near the ends of the walls. 

In exposed brickwork, selected bricks shall be used for the face work. 

A layer of mortar shall be spread on full width over a suitable length of the 

lower course. Each brick shall be properly bedded and set home (in position) 

by gently tapping with handle of trowel or wooden mallet.lts inside faces shall 

be buttered with mortar before the next brick is laid and pressed against it. 
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On the completion of course, all vertical joints shall be fully filled from the top 

with mortar. 

The walls shall be taken up truly plumb. All courses shall be laid truly horizontal 

and all vertical joints shall be truly vertical. Vertical joints in alternate courses 

shall come directly one over the other. 

Thickness of brick courses shall be kept uniform and for this purpose wooden 

straight edge with graduations indicating thickness of each course including 

joint shall be used. The height of windowsills, bottom of lintels and other such 

important points in the height of the wall shall be marked on the graduated 

straight edge. 

Both the faces of walls of thickness more than one brick length shall be kept 

in proper plane. All connected brickwork shall be carried up simultaneously 

and no portion of work shall be left more than one metre below the rest of the 

work. Where this is not possible, in the opinion of the Engineer, the work shall 

be raked back according to bond (and not toothed) at an angle not steeper 

than 45 degree. The work done per day should not be more than one metre 

height. 

All iron fixtures, pipes, outlets of water, hold fasts of doors and windows, which 

are required to be built into the walls shall be embedded in mortar or cement 

concrete as specified in their correct position, as directed by the Engineer, as 

the work proceeds. 

The flue of the chimney shall be plastered with mud and cow dung mortar (3 

mud: 1 cow 

dung) as the work proceeds. Nothing extra shall be paid for this 'pargeting'. 

Joints: Brick shall be so laid that all joints are full of mortar. The thickness of 

joints shall not exceed lOmm. All face joints shall be raked to a minimum 

depth of lSmm by raking tool during the progress of work when the mortar is 

still green so as to provide proper key for the plaster or pointing to be done. 
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Where, plastering or pointing is not required to be done the joints shall be 

struck flush and finished at the time of laying. 

The face of brickwork shall be cleaned on the same day on which brickwork 

is laid and all 

mortar dropping removed promptly. 

2.2 Joints 

Brick shall be so laid that all joints are full of mortar. The thickness of joints shall 

not exceed 1 Omm. All face joints shall be raked to a minimum depth of 15mm 

by raking tool during the progress of work when the mortar is still green so as 

to provide proper key for the plaster or pointing to be done. Where, plastering 

or pointing is not required to be done the joints shall be struck flush and 

finished at the time of laying. The face of brickwork shall be cleaned on the 

same day on which brickwork is laid and all mortar dropping removed 

promptly 

2.3 Curing 

Brickwork shall be protected from rain by suitable covering when the mortar 

is green. Masonry work in cement mortar shall be kept constantly moist on all 

faces for a minimum period of seven days. Brickwork carried out during the 

day shall be suitably marked indicating the date on which the work is done 

so as to keep a watch on the curing period. 

2.4 Scaffolding: 

For all exposed brickwork, double scaffolding having two sets of vertical 

supports shall be provided. The supports shall be sound and strong, tied 

together with horizontal pieces over which scaffolding planks shall be fixed. 

For all other brickwork in buildings, single scaffolding shall be permitted. In 

such cases, the inner end of the horizontal scaffolding pole shall rest in a hole 

provided only in the header course for the purpose. Only one header for each 

pole shall be left out. Such holes for scaffolding shall, however, not be allowed 

in pillars/columns less than one metre in width, or immediately near the 
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skewbacks of arches. The holes left in masonry works for scaffolding purposes 

shall be filled and made good before plastering. 

3. PVC DOOR SHUTTER 

3.1 General 

Shutters shall be factory-fabricated using PVC material conforming to IS 

10151, as per item description and instructions of Engineer-in-Charge. If 

required the material shall be tested as per IS 4020 (Parts 1 to 16}. 

3.2 Fixing of Shutter 

PVC door shutter shall be side hung on four bolt hinges of size 1 00 mm. The flat 

of the hinges shall be neatly counter sunk in to the recesses cut out to the 

exact dimensions of the hinge flap. The door shall be drilled on the thickness 

to fit hinges. Screws for fixing the hinges shall be screwed in with screwdrivers 

and not hammered. The length of the screws should be 8 mm/30 mm. The 

hinges used should be of stainless steel. 

3.3 Measurements: 

Length and width of the shutters shall be measured to the nearest mm and 

the area is calculated to the nearest 0.01 sqm. 

3.4 Rate: 

It includes the cost of materials and labour involved in the work. Fittings & 

fixtures on 

the door shutter except hinges & screws shall be paid extra as provided 

4. PVC DOOR FRAMES 

4.1 Material 

PVC compound shall be made using suspension-grade PVC resin mixed with 

additives like 

calcium stearate, hydrocarbon wax, titanium dioxide, calcium carbonate, 

shall provide cellular 
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structure, strength, surface finish, and UV resistance, ensuring smooth extrusion 

of profiles. 

Frames shall be factory-made from extruded PVC sections conforming to IS 

10151 . Corners 

shall be mitered, plastic welded, and jointed with galvanized M.S . brackets. 

4.2 Installation 

Frames shall be fixed in plastered wall openings after completion of civil and 

tiling works. A 50 mm tile-free margin shall be left if tiling is pending. Each 

vertical member shall be embedded 50 mm into the floor and secured with 

three anchor bolts/screws (65/100 m): one each 200 mm from top and 

bottom, and one in the center. Two anchor bolts shall fix the top member, 

placed 200 mm from corners 

4.3 Measurements: 

The outer length of the vertical and horizontal members of WPC door frame 

shall be measured in running meters including embedded length in floor 

correct up to 1 em. 

4.4 Rate: 

The rate includes the cost of the materials and labour involved in all the 

operations described above. 

5. uPVC WINDOWS 

5.1 uPVC Window {Un plasticized Polyvinyl Chloride)- With wire mesh 

Providing, fixing and installation of 2.5-track, uPVC sliding windows including 
wire mesh, 88mm wide, 5mm clear glass with hardware fittings- EPDM gaskets, 
U- groove roller, Aluminium track, Fastener nut, interlock, touch lock and wool 
pile, complete. 

WW0715 Plain white window 

W0716 Polished window 
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WW0717 Textured Window 

5.2 uPVC Window (Un plasticised Polyvinyl Chloride) - Without wire mesh 

Providing, fixing and installation of 2-track, uPVC sliding windows including 

5mm clear glass with hardware fittings - EPDM gaskets, U- groove roller, 
Aluminium track, Fastener nut, interlock, touch lock and wool pile, complete. 

WW0718 Plain white window 

WW0719 Polished window 

WW0720 Textured Window 

5.3 Installation 
I. There shall be a maximum gap of 3 to 5mm in between uPVC door I 

window frame and finished opening and the plastic packers shall be 
provided to maintain the level. 

II. To maintain the exact dimension of door or window, the opening shall be 

checked for dimension and orthogonally using a prefabricated template . 
Any defect shall be made good by the agency at his own cost before fixing 
of door or window. 

Ill. The uPVC frames are to be fixed in prepared opening in the walls. Window 
I door frame shall be fixed into the aperture by drilling through the outer 

frame to the existing structure and shall use 1 00x8mm fasteners of approved 

make. 
IV. The gap between uPVC window I door and adjacent RCCIBrickiStone 

c 

cladding work shall be filled with weatherproof Silicon sealant of approved ( 
make to maximum 5mm 

5.4 Precautions taken before installation of uPVC Window &Door 

a. Jambs, sills and soffits of the opening shall be finished with plaster I stone I 
tiles according to agreement where uPVC window I door to be fixed. 

b. Aperture shall be smooth in line and level as well as in plumb. 

c. Flooring (where casement door is to be installed should be complete 
before installation of door). 
The grill w here to be installed in sliding I casement window should be 
provided after the installation of window. 
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(a) For sliding window- The grill shall be provided on the outer face of 
window. 

(b) For casement window- The grill shall be provided on the inner face of 
window. 

e. Installation of uPVC door and window should be done before the last coat 
of the paint on the wall where window jambs, sills and soffits to be finished 
by paint. At least one coat of paint should be done before installation 
begins. 

f. The colour of the profile shall be same and uniform on any surfaces or part 
of the surfaces which may be visible after installation of the window/door 
fabricated from the profile, when viewed by the normal vision. 

g. The uPVC profiles manufacturer shall provide warranty of 10 years for colour 
fastness and any manufacturing defects in respect of uPVC profiles as well 
as water and air tightness in case of casement uPVC door/window unit. 

h. uPVC door/windows hardware and fittings manufacturer shall provide 
warranty of 1 0 years for any manufacturing defects. 

5.5 Measurements 
The length and breadth shall be measured correct to 10 mm. The area shall 
be calculated as sq. m correct to two places of decimal. 

5.6 Rate 
The rate includes the cost of materials and labour involved in all the 
operations described above. 

6. PLUMBING WORKS 

6.1 General: 
All general plumbing works shall be carried out as per the approved drawings, 

specifications, relevant IS codes (or applicable standards), and as directed 

by the Engineer-in-Charge. 

The work shall be executed using approved materials, proper workmanship, 

and in compliance with all relevant standards and codes of practice. 

6.2 Scope of Work Includes (but is not limited to): 

6.2.1 Water Supply System: 

• Laying, jointing, and testing of hot and cold-water supply pipelines 
using approved materials (CPVC, Gl, PPR, or as specified) . 
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• Installation of valves, fittings, unions, clamps, and accessories as per 
design. 

• Connection of plumbing lines to water storage tanks, pumps, and 
sanitary fixtures. 

6.2.2 Sanitary and Drainage System: 

• Laying and fixing of soil, waste, and vent pipes including all joints, 
fittings, and traps. 

• Installation of inspection chambers, gully traps, floor traps, and 
cleanouts. 

• Ensuring proper slope, alignment, and leak-proof joints. 
• Testing of drainage and sewer lines for leakage and proper flow. 

6.2.3 Fixtures and Fittings: 

• Supply, fixing, and connection of all sanitary ware and plumbing 
fixtures such as wash basins, WCs, urinals, sinks, taps, mixers, showers, 
etc. 

• Installation to be done in a neat, aligned, and professional manner 
with proper sealing and support. 

6.2.4 Coordination and Site Restoration: 

• Proper coordination shall be maintained with civil, electrical, and 
finishing works. 

• All surfaces, floors, and walls damaged during plumbing work shall 
be restored to original condition after completion. 

6.2.5 Compliance: 

• Work to conform to relevant IS standards I local plumbing codes. 
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FORM NO.1 

PROFORMA FOR AGREEMENT 

[The successful Bidder shall fill in this form in accordance with the instructions 
indicated] 

THIS AGREEMENT MADE the day of BETWEEN 
Punatsangchhu-11 Hydroelectric Project Authority {PHPA-11) ______ _ 
of (Mailing address of PHPA-11) __________ {hereinafter called 
"the PHPA-11") of the one part and {Name of Contractor) 
________ of (Mailing address of Contractor} _______ _ 
{hereinafter called "the Contractor") of the other part. 

WHEREAS the PHPA-11 is desirous that [Insert Name of work] {Herein after referred 
to as "the Work") should be executed by the Contractor AND WHEREAS by a 
Letter of Award No. dated the PHPA-11 has accepted a 
Bid by the Contractor for the execution and completion of such Works AND 
WHEREAS the Contractor has agreed to undertake such work and furnish a 
performance security pursuant to the Clause 36 of the section 'Instructions to 
Bidders.' 

NOW THIS AGREEMENT WITNESSETH as follows; 

1. In this Agreement words and expressions shall have the same meanings 
as are respectively assigned to them in the conditions of Contract 
hereinafter referred to. 

2. The following documents shall be deemed to form and be read and 
construed as part of this Agreement, viz; 

a) The Agreement 

b) The Letter of Award 

c) Corrigendum/Amendments, if any 

d) Documents furnished by bidder 

e) Notice Inviting Tender {NIT} 

f) Instructions to Bidders {ITB) 

g) Bid Data Sheet {BDS) 

h) General Conditions of the Contract {GCC) 

i) Special Conditions of Contract {SCC} 

j) Technical Specifications {TS} 

k} Bill of Quantities 

I} Any other documents as forming part of the contract 
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3. The aforesaid documents shall be taken as complementary and 
mutually explanatory of one another. 

4. In consideration of the payment to be made by the PHPA-11 to the 
Contractor as hereinafter mentioned, the Contractor hereby covenants 
with the PHPA-11 to execute and complete the Works in conformity, in all 
respects, with the provisions of the Contract. 

5. The PHPA-11 hereby covenants to pay the Contractor in consideration of 
the execution and completion of the Works and the remedying of 
defects therein the Contract Price or such other sum as may become 
payable under the provisions of the contract at the time and in the 
manner prescribed by the Contract. 

IN WITNESS whereof the parties hereto have caused their respective common 
Seals to be hereunto affixed (or have hereunto set their respective hands and 

( Seals) the day and year first above written. 

( 

SIGNED, SEALED AND DELIVERED 

By the said 

Name _________ _ 

on behalf of the Contractor in the 
presence of: 

Name _ ________ _ 

Address ________ _ 

ion-VI FORMS 

By the said 

Name ________ _ 

on behalf of the PHPA-11 in the 
presence of 

Name ________ __ 

Address _______ _ 
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FORM NO.2 

PROFORMA FOR BANK GUARANTEE FOR PERFORMANCE SECURITY 

[The bank, as requested by the successful Bidder, shall fill in this form in 
accordance with the instructions indicated] 

The Punatsangchhu-1 1 Hydroelectric Project Authority, 
____________ (Address of PHPA-11) 

WHEREAS (Name and Address of Contractor) 
__________ (hereinafter called "the Contractor") has 
undertaken, in pursuance of Contract No. dated to 
execute (Name of Contract and Brief Description of Works) ( 
(hereinafter called "the Contract"). 

AND WHEREAS it has been stipula ted by you in the said Contract that the 
Contrac tor shall furnish you w ith a Bank Guarantee by a recognized bank for 
the sum specified therein as security for compliance with his obligations in 
accordance with the Contract; 

AND WHEREAS we have agreed to give the Contractor such a Bank 
Guarantee; 

NOW THEREFORE we hereby affirm that we are the Guarantor and responsible 
to you, on behalf of the Contractor, upto a total of Rs./Nu. ___ __ _ 
(Amount of Guarantee) (in words to be inserted by the Guarantor), 
representing the percentage of the Contract Price, specified in the Contract, 
and we undertake to pay you, upon your first written demand and w ithout 
cavil or argument, any sum or sums w ithin the limits of Rs ./Nu. ____ _ 
(Amount of Guarantee) as aforesaid without your needing to prove or to show ( 
grounds or reasons for your demand for the sum specified therein. 

We hereby waive the necessity of your demanding the said debt from the 
Contractor before presenting us with the demand. 

We further agree that no change or addition to or other modification of the 
terms of the Contract or of the Works to be performed there under or of any of 
the Contract documents which may be made between you and the 
Contractor shall in any way release us from any liability under this guarantee, 
and we hereby waive notice of any suc h change, addition or modification. 

This guarantee is valid until the date of 30 days after issuing of the 
Completion/Taking over Certificate. 

SIGNATURE AND SEAL OF THE GUARANTOR 
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FORM NO.3 

PROFORMA FOR BANK GUARANTEE FOR BID SECURITY 

[The Bank shall fill in this Bank Guarantee Form in accordance with the 
instructions indicated] 

The Punatsangchhu-11 Hydroelectric Project Authority 

__________ (Insert Address of PHPA-11) 

WHEREAS, (Insert name of Bidder) ____________ (hereinafter 
called "the BIDDER") has submitted his bid dated ( _________ _ 
for the work of (Name of Contract) ____________ (hereinafter 
called "the Bid")). 

KNOW ALL MEN by these presents that we (Insert name of Bank) 
_______ of (Name of Country) having 
our registered office at (hereinafter called "the Bank") are 
bound unto the Punatsangchhu-11 Hydroelectric Project Authority (PHPA-11 ) in 
the sum of for which payment well and truly to be made to the 
PHPA-11 the Bank binds himself, his successors and assigns by these presents. 

SEALED with the Common Seal of the said Bank this day of 

THE CONDITIONS of this obligation are; 

i) If the Bidder withdraws his Bid during the period or bid validity. 

ii) Correction of Bid Price is not accepted by the bidder. 

iii) Successful bidder fails or refuses to execute the Contract. 

iv) Successful bidder fails or refuses submit acceptable performance 
security. 

We undertake to pay to the PHPA-11 up to the above amount upon receipt of 
its first written demand, provided that in its demand the PHPA-11 will note that 
amount claimed by it is due to it owing to the occurrence of one or more of 
the four conditions, specifying the occurred condition or conditions. 

This Guarantee will remain in force up to and including the date ................ . 
after the closing date for submission of bids as stated in the Invitation to Bid or 
as extended by you at any time prior to this date, notice of which extension to 
the Bank being hereby waived, and any demand in respect thereof should 
reach the Bank not later than the above date. 

SEAL & SIGNATURE 
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FORM NO.4 

PROFORMA FOR BANK GUARANTEE FOR MOBILISATION ADVANCE 

[The Bank shall fill in this Bank Guarantee Form in accordance with the 
instructions indicated] 

1. In consideration of the Punatsangchhu-11 Hydroelectric Project Authority 
(PHPA-11) (which expression shall unless repugnant to the subject or context 
include its administrators, successors and assigns), (hereinafter called the 
"Employer") having agreed to make advance payment to (Name and full 
address of the Contractor) (hereinafter called "the 
Contractor(s"), (which expression shall unless repugnant to the subject or 
context or meaning thereof include its successors, administrator, executors 
and permitted assigns), whose bid for (Name of the Contract ) 
________ has been accepted and to whom the acceptance 
of the bid has been communicated by a Letter of Award and who is 
required to execute a formal agreement on conditions of production of a 
Bank Guarantee for Nu/ INR ...................................................... (Both in 
figures and words). we, the (Insert name of Bank) 
hereinafter referred to as "the Bank") do hereby undertake promise and 
guarantee payment to the Employer on demand all the amounts 
advanced by the Employer to the said Contractor. 

2. The Bank further agrees that; 

a) The Employer shall have the fullest liberty without affecting in any way 
the liability of the Bank under the Guarantee or Indemnity, from time to 
time, to vary any of the terms and conditions of the said Contract or to 
extend time for performance by the said Contractor or to postpone for 
any time and from time to time any of the powers exercisable by it 
against the said Contractor and either to enforce or forbear from 
enforcing any of the terms and conditions governing the said Contract 
or the securities available to the Employer and the Bank shall not be 
released from its liability under these presents by any exercise by the 
Employer of the Liberty with reference to the matters aforesaid or by 
reason of time being given to the said Contractor or any other 
forbearance, act or omission on the part of the Employer or any 
indulgence by the Employer to the said Contractor or of any other 
matter or thing whatsoever which under the law relating to sureties 
would but for this provision have the effect of a releasing the Bank from 
its such liability. 

b) These presents shall be governed by and constructed in accordance 
with Bhutanese laws. 
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d) It shall not be necessary for the Employer to proceed against the 
Contractor before proceeding against the Bank and the Guarantee 
herein contained shall be enforceable against the Bank, 
notwithstanding any other security which the Employer may have 
obtained or obtain from the Contractor, shall at the time when 
proceedings are taken against the Bank hereunder, be outstanding or 
unrealized. 

e) The Guarantee herein contained shall remain in full force and effect, 
during the period that would be taken for the performance of the terms 
and conditions of the said Contract, Letter of Award and the Agreement 
which is to be executed as aforesaid and tha t it shall continue to be 
enforceable until all the dues of the Employer have been duly paid and 
its claims satisfied and discharged and till the Employer discharges the 
Guarantee in writing or until whichever is earlier. 

3. The Bank lastly undertakes not to revoke this Guarantee until all the dues of 
the Employer have been duly paid except with the previous consent of the 
Employer in writing. 

Dated the ______ _ Day of _________ .20_ 

Section-VI FORMS 

[Here affix the Common Seal of 
the Bank] 
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FORM NO.5 

PRE-CONTRACT INTEGRITY PACT 

[This agreement should be a part of the tender document, which shall be 
signed and submitted along with the tender document] 

1. General: 

Whereas ..... ...... .. ... ......... .. . ........ . (Name of head of the procuring agency or 
his/her authorized representative, with power of attorney)representing the 
Punatsangchhu-11 Hydroelectric Project Authority (PHPA-11), hereinafter referred 
to as the "Employer" on one part, and ............... .. (Name of bidder or his/her 
authorized representative, with power of attorney) representing 
M/s .... ... .. ....... (Name of firm), hereinafter referred to as the "Bidder" on the 
other part hereby execute this agreement as follows: 

2. Objectives: 

Whereas, the Employer and the Bidder agree to enter into this agreement, 
hereinafter referred to as IP, to avoid all forms of corruption or deceptive 
practice by following a system that is fair, transparent and free from any 
influence/unprejudiced dealings in the bidding process 1 and contract 
administration2, with a view to: 

2.1 Enabling the Employer to obtain the desired contract at a reasonable 
and competitive price in conformity to the defined specifications of the 
works or goods or services; and 

2.2 Enabling bidders to abstain from bribing or any corrupt practice in order 
to secure the contract by providing assurance to them that their 
competitors will also refrain from bribing and other corrupt practices. 

3. Scope: 

( 

The validity of this IP shall cover the bidding process and contract ( 
administration period . 

4. Commitments of the Employer: 

The Employer Commits itself to the following:-

4 .1 The Employer hereby undertakes that no officials of the Employer, 
connected directly or indirectly with the contract, will demand, take a 
promise for or accept, directly or through intermediaries, any bribe, 
consideration, gift, reward, favor or any material or immaterial benefit or 
any other advantage from the Bidder, either for themselves or for any 



( 

person, organization or third party related to the contract in exchange 
for an advantage in the bidding process and contract administration. 

4.2 The Employer further confirms that its officials shall not favor any 
prospective bidder in any form that could afford an undue advantage 
to that particular bidder in the bidding process and contract 
administration and will treat all Bidders alike. 

4.3 Officials of the Employer, who may have observed or noticed or have 
reasonable suspicion shall report to the head of the employing agency 
or an appropriate government office any violation or attempted 
violation of clauses 4.1 and 4.2. 

4.4 Following report on violation of clauses 4.1 and 4.2 by official {s), through 
any source, necessary disciplinary proceedings, or any other action as 
deemed fit, including criminal proceedings shall be initiated by the 
Employer and such a person shall be debarred from further dealings 
related to the bidding process and contract administration. 

5. Commitments of Bidders 

The Bidder commits himself/herself to take all measures necessary to prevent 
corrupt practices, unfair means and illegal activities during any stage of the 
bidding process and contract administration in order to secure the contract or 
in furtherance to secure it and in particular commits himself/herself to the 
following:-

5.1 The Bidder shall not offer, directly or through intermediaries, any bribe, 
gift, consideration, reward, favor, any material or immaterial benefit or 
other advantage, commission, fees, brokerage or inducement to any 
official of the Employer, connected directly or indirectly with the bidding 
process and contract administration, or to any person, organization or 
third party related to the contract in exchange for any advantage in the 

( bidding process and contract administration. 

5.2 The Bidder shall not collude with other parties interested in the contract 
to manipulate in whatsoever form or manner, the bidding process and 
contract administration. 

5.3 If the bidder(s) have observed or noticed or have reasonable suspicion 
that the provisions of the IP have been violated by the procuring agency 
or other bidders, the bidder shall report such violations to the head of 
the procuring agency. 

6. Sanctions for Violation: 
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bid rigging, bid steering or coercion) by the Bidder, or any one 
employed by him, or acting on his/her behalf (whether with or without 
the knowledge of the Bidder), shall be dealt with as per the terms and 
conditions of the contract and other provisions of the relevant laws, 
including Debarment Rules. 

6.2 The breach of the IP or commission of any offence by the officials of the 
procuring agency shall be dealt with as per the rules and laws of the 
land in vogue. 

7. Monitoring and Administration: 

7.1 The respective procuring agency shall be responsible for administration 
and monitoring of the IP as per the relevant laws. 

7.2 The bidder shall have the right to appeal as per the arbitration 
mechanism contained in the relevant rules. 

We, hereby declare that we have read and understood the clauses of this 
agreement and shall abide by it. 

The parties hereby sign this Integrity Pact at (place) _____ on (date) 

(Affix 
Legal 

Stamp) 

Employer _____ _ 

CID: ---------

Witness: ______ _ 

Name: ______ _ 

CID: --------

{Affix 
Legal 

Stamp) 

Bidder/Representative ____ _ 

CID: ----------

Witness: _______ _ 

Name: ________ _ 

CID: _________ _ 
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SECTION VII- BILL OF QUANTITY 

c. 



Bill of Quantity 

Name of Work: Renovation/Modification of Lineman Quarter at Dogarthang, PHPA-11 Site 

Sl. 
Description of Items Unit Qty 

Rate in Figure 
Rate in Words (Nu) Amount (Nu) 

No (Nu) 

Demolishing cement concrete 1 :3:6 
1 & richer, including disposal of cu.m 24.62 

materials within SOm lead 

Demolishing brick work including 

2 
stacking useful materials & disposal 

cu.m 63.27 
of rubbish within SOm lead-In 
cement mortar 
Dismantling doors, windows and 
clerestory windows >3sq.m 

3 (steel/wood) including architrave, each 219.00 
hold fasts, and stacking within 50m 
lead 

Dismantling of flushing cistern & sink 

4 of any size including stacking of no 12.00 
useful materials & disposal of 
rubbish within 50 m lead 

Providing & laying Second-Class 
5 Brick work in Foundation & Plinth-In cu.m 26.19 

cement mortar 1 :4 

SECTION-VII 0 BOQ () Page 1 of 10 



(I () 

Sl. 
Description of Items Unit Qty 

Rate in Figure 
Rate in Words (Nu) Amount (Nu) 

No (Nu) 

Extra for brick work in superstructure cu.m 26.19 

6 
above plinth level, up to floor two 
level 

Providing & fixing 30mm Thick PVC sq.m 113.40 
(polyvinyl chloride) flush door 

7 shutter complete including hinges -
Standard 

Providing & fixing PVC (polyvinyl m 180.00 

8 
chloride) doors frame (size 1 OOmm x 
SOmm thick) complete 

Providing, fixing and installation of 2- sq .m 272.16 
track, UPVC sliding windows 
including Smm clear glass with 
hardware fittings - EPDM gaskets, U-

9 groove roller, Aluminium track, 
Fastener nut, interlock, touch lock 
and wool pile, complete-Plain white 
window 

Providing & fixing M.S tower bolt each 120.00 

10 
(barrel type) with necessary screws 
etc. complete-150mm 
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Sl. 
Description of Items Unit Qty 

Rate in Figure 
Rate in Words (Nu) Amount (Nu) 

No (Nu) 

Providing & fixing M.S. sliding door 
bolt, bright finished, enameled with 

11 necessary sc rews etc. complete- each 60.00 
250mm 

Providing & fixing M.S. handle with 

12 
necessary screws etc. complete-

each 120.00 
150mm 

Providing and fixing vitrified tiles in 
skirting, step risers, dado and wall in 
different sizes (Sizes and thickness to 

13 be specified by the engineer/as per sq.m 162.00 
design) in all colours and shade, on 
12 mm thick cement mortar 1:3 (1 
cement:3 sand) finished with Tiles 
grout flush-pointing 

14 Providing and laying vitrified tiles in 
flooring, treads of steps and 
landings in different sizes (Sizes and 
thickness to be specified by the sq.m 44.10 
engineer/as per design) in all 
c olours and shade, laid on 20 mm -- thick cement mortar 1 :4 ( 1 cement: 
4 coarse sand) finished with tiles 

\ grout flush pointing 
' ' . 



n f) 

Sl. 
Description of Items Unit Qty 

Rate in Figure 
Rate in Words {Nu) Amount (Nu) 

No (Nu) 

Providing & laying 15mm cement 
15 plaster on rough side of single or sq.m 252.72 

half-brick waii-C.M 1 :4 
Providing & applying one coat of 

16 primers-Cement primer sq.m 252.72 

Providing and applying finishing 
coats-Acrylic washable distemper, 

17 two coats on new work, including sq.m 5390.04 
cement primer coat 

Providing and applying finishing 

18 coats-Synthetic enamel, for steel & sq.m 429.20 
wood work/one coat on old work 

Providing & fixing 75mm P.V.C soil 

19 waste and vent pipes, single or m 25.00 
double socketed, including pipe 
clip complete (excluding the cost 
of PVC fittings) 
Providing & fixing llOmm P.V.C soil 
waste and vent pipes, single or 

20 
double socketed, including pipe 

m 9.00 clip complete (excluding the cost 
of PVC fittings) 
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Sl. 
Description of Items Unit Qty Rate in Figure 

Rate in Words {Nu) Amount {Nu) 
No {Nu) 

21 
Providing & fixing 75mm dia P.V.C 

each 5.00 plain bend 

22 
Providing & fixing 11 0mm dia P.V.C 

each 5.00 
plain bend 

23 
Providing & fixing 75mm dia P.V.C 

each 10.00 
door bend 

24 
Providing & fixing 110mm dia P.V.C 

each 5.00 
door bend 

25 
Providing & fixing 110mm dia P.V.C each 10.00 
Floor Trap 

26 
Providing & fixing P.V.C Nahani 

each 10.00 Trap-11 Omm inlet & 75mm outlet 

Providing & fixing European-type 
vitreous china w.c pedestal 
including seat and lid with c .p brass 

27 hinges, 15 lit white vitreous china each 10.00 
low level cistern, fittings, brackets 
and repairing walls complete-white, 
w ith plastic seat & lid 
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Sl. 
Description of Items Unit Qty 

Rate in Figure 
Rate in Words (Nu) Amount (Nu) No (Nu) 

Providing & fixing white vitreous 
china wash basin, including C.l 
brackets, 15mm C.P. brass pillar 
taps, c.p. chain & rubber plug, 

28 32mm pvc waste, 32mm dia. trap & each 15.00 
union, repair walls-Flat back wash 
basin 630x450mm with single 15mm 
c.p. brass p illar taps 

Providing & fixing pedestals for 

29 
basins, white vitreous china, 

each 15.00 
recessed back for pipes and 
necessary fittings 

30 
Providing & fixing 32mm dia pvc. 

each 36.00 waste 

Providing & fixing 600x450mm 

31 bevelled edge mirror (superior each 12.00 
glass) incl.4mm A.C sheet base 
fixed to wooden cleats 

Providing & fixing c.p. towel rail 600 
32 x 20mm with c.p brass brackets each 5.00 

fixed to wooden cleats 

--- - --- ---- - ---- - - - - - ---·- ··-
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Sl. 
Description of Items Unit Qty 

Rate in Figure 
Rate in Words (Nu) Amount (Nu) 

No (Nu) 

33 
Providing & fixing toilet paper 

each 8.00 holder-C.P. brass 

Providing & fixing soap dish-
34 including brackets, wooden cleats, each 10.00 

c.p. brass screws 
Providing & fixing c.p. brass 

35 bibcock-15mm, standard vertical, each 5.00 
c.p knob 

36 
Providing & fixing c.p. brass stop each 10.00 cock-15mm, angle, c.p knob 

Wiring for light, fans, call bell and 2 
pin light socket outlets with 1.5 
sq.mm 1.1 kV grade, PVC insulated 

37 
copper conductor cable in PVC 

Point 5.00 
casing and capping including 
connections, painting, testing & 
commissioning etc., as required-
Short Point 
Wiring for 3/5 pin, 6 amperes plug 
point with 2.5 sq.mm 1.1 kV grade, 
PVC insulated copper conductor 
cable in PVC casing & capping with 

38 
providing and fixing 3/5 pin, 6 Point 5.00 
ampere socket outlet and switch 
including earthing the third pin, 
connections, painting, testing and 
commissioning etc. as required-
Short Point 

--
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No 

39 

40 

41 

42 

43 

n 

Description of Items 

Wiring for 5/6 pin, 16 amperes plug 
point with 4 sq.mm 1 .1 kV grade, 
PVC insulated copper conductor 
cable in PVC casing & capping with 
providing and fixing 5/6 pin, 6/1 6 
ampere socket outlet & switch 
including earthing the third pin, 
connections, painting, testing & 

commissioning etc. as required­
Medium Point 
Supplying and fixing of PVC casing 
& capping on surface including cup 
washer, screws, bends, elbows,Tees, 
corners, etc. complete as required-
25x10xl.2mm 

Supplying & fixing of PVC boxes for 
switch/socket outlet/switch socket 
combined/ gang switches on 
surface including painting etc as 
required-3 Module 
Supplying & fixing of plates & frame 
for switch/socket outlet/switch 
socket combined/ gang switches, 
etc as required-Plate 3-module with 
frame 
Supplying & fixing of 6A switch on 
existing PVC surface box including 
necessary cutting, connection 
testing etc. as required-6A switch SP 
1-way 

SECTION-VII 

Unit 

Point 

m 

each 

each 

each 

BOQ 

Qty 

10.00 

30.00 

15.00 

15.00 

15.00 

,......) 
I 

Rate in Figure 1 Rate in Words (Nu) 
(Nu) 

Amount (Nu) 
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Sl. 
No 

44 

45 

46 

47 

48 

Description of Items 

Supplying & fixing of 6A switch on 
existing PVC surface box including 
necessary cutting, connection 
testing etc. as required-bell push 6A 

Supplying & fixing of switch/socket 
on existing PVC surface box 
including necessary cutting, 
connection testing etc. as required-
51 6 pin, 6/ l6A socket outlet, 
shuttered 
Supplying & fixing of holders on 
surface ceiling rose including 
necessary cutting, connection 
testing etc. as required- Angle 
holder {heavy duty, brass plunger) 

Supplying & fixing of prewired call 
bell 250-volt A.C with base, terminal 
block and all accessories 
complete-Musical bell assembly 

Supplying & fixing of prewired 
indoor surface/ceiling mounted LED 
Tube light luminiares of 
3000/4000/6000k, complete with all 
accessories with necessary testing & 
commissioning-22W 

SECTION-VII r .... 

Unit 

each 

each 

each 

each 

each 

BOQ 

Qty 

5.00 

15.00 

10.00 

5.00 

48.00 

Rate in Figure 1 Rate in Words (Nu) 
(Nu) 

Amount (Nu) 
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Sl. 
No 

49 

Description of Items 

Supplying & fixing of 
indoor surface Wall 

/""'\ 
I 

prewired 
light LED 

luminaires of 3000/4000/ 6000k, 
complete w ith all accessories with 
necessary testing & commissioning-
22W 

:-'! 

Unit Qty 
Rate in Figure 

Rate in Words (Nu) Amount (Nu) 
(Nu) 

each 72.00 

-

Total Amount: Nu ...... ... .. ..... .. ...... .... ... . .... ....... ... ....... ..... . .. .. . ... .. . .... ... ... .... .... . .... . 
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6. PHP A-ll reserves the right to accept or reject any Bid partly or fully or 
cancel the bidding process w ithout assigning any reasons thereof and 
in such case no Bidder/intending Bidder shall have any claim arising out 
of such action. 

Chief Engineer, 
Procurement & Contracts Wing, 
PHPA-11, Bjimthangkha, Wangdue . 

.......... -

NIT 

~---------- -

I ' 
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